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The 2011 Zeeko bar (optional) is supplied with the kites Notus and KRUSH, delivered
with the E.R.A line (disconnectable).
Just one bar is convenient for all sizes of the Zeeko range.
It can also adapt on the other  kites on the market ; but they must have back and front 
lines of the same length.
B e c a r e f u l : v e r i f y  t h e compatibility of the anti-inversion systems of lines.  
All the last innovations are combined on the exclusive Zeeko bar.
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New bar hole: better glide
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Webbing adjuster easy to use

�� New 3D grip with embossements ��

Trimmable bar width: 46-54cm��

��

E.R.A handle ��
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Trimmable depower line length
during the ride
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“NO” logo visible when 
the bar is taken back to front
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The central bar piece is 100% new. Made using alloy the bar friction is reduced and 
allows to sheet out and turn at the same time.
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The Zeeko bar has a medium diameter for a better prehension.
It is equipped with a new 3D grip, optimized for a maximum of adhesion.
In 2011 we add a 3D embossement for a firm prehension during unhooked tricks.
The left and the right are respectively differentiated in red and grey. We have the same
color code under the bar, to recognize the right bar position when this one is above the
head.
If the bar is taken back to front (red grip in the right hand), then a logo "NO" is visible.
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�� New winders: better finish

3D grip + embossements

The exclusive system (removable) E.R.A is 
supplied with every Zeeko bar.
To activate it, there is a handle over  connection 
back line/bar.
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Delivered with Cousin-Trestec high quality lines, it is possible to use the Zeeko bar
with 20m or 24m of lines with the supplied lines extensions.
The brand new Cousin-Trestec SKELETOR  lines were tested during months by our team.
This new line add a tennis racket line fiber inside the flying line in order to help the 
untangling and add reactivity.
With this 2 lengthes, you increase the windrange of kites. The various lengthes of lines
allow to find the best feeling according to the riding conditions and the riding style of
the rider :
24m optimize jumps, power and stability whereas 20m facilitate waveriding, a most
dynamic riding and a resistance in the strong wind very exceptional.
The switch from a configuration to the other one is fast with connection knots and
velcros pockets situated inside each Zeeko kite tip. Lines have differents colors and
kook proof connectors on back and front lines allows to avoid any connection
mistakes.
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Thanks to this 2 regulations (46/54cm), the Zeeko
bar can be used with all kite sizes. The switch from
a regulation to the other one is easy and fast.
The winders are built in a composite fibers. 
The ends are rounded for a better feeling. 
A specific grip covers 50% of the winders. It
allows to protect hands during radical tricks.
An elastic rope holds the lines when rolled on the
bar and prevents unexpected tangling.
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A new strap even easier to regulate and more
reliable comes to complete the Zeeko bar.
Here, webbings don't fly, we add velcros on
the webbing loop in order to hold it after
adjustements (see the pics).

For unhooked riding you can rotate the finger 
locker.

Piece for untwist lines

Suicide leash connection

Velcro quick release easy to use. For right or left handed riders
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Reduce the depower line length Increase the depower line 
length:

1- Pull the stopper ball 1- Pull the stopper ball

2- Pull whole the webbing 
adjuster

2- Pull the depower line non 
connected to the webbing 
adjuster

3- Reload the stopper ball by 
pushing the bar

3- Reload the stopper ball by 
pushing the bar

This is the Innovation of the year 2011. Zeeko introduce a trimming of the depower line 
length during the ride. This new system acts as a stopper ball and in the same time 
allows to change the distance between the webbing adjuster and the rider.
Waves require a long depower line length, beginners also when short riders or freesty-
lers need a short depower line.
With the 2011 Zeeko bar you can choose freely the length you want.


